Proton Putra 1.8 Exi Technical specifications

Bodywork
Type - 4/5S FHC
Number of doors - 2
Model Gear boX Code - F5M22 (Manual)

Dimensions and weights
Wheelbase - 2440 mm 96.1 in
Track – front - 1450 mm 57.1 in
Track – rear - 1460 mm 57.5 in
Length - 4225 mm 166.3 in
Width - 1690 mm 66.5 in
Height - 1365 mm 53.7 in
Interior – Length - 1745 mm
Interior – Width - 1400 mm 
Length:wheelbase ratio - 1.73
Ground clearance - 150 mm 5.9 in
Kerb weight - 1045 kg 2304 lb
Gross weight - 1445 kg
Truck Volume - 400 litres
Fuel capacity - 50 litres

Enngine
Manufacturer - Mitsubishi
Type - S-4, DOHC, 16 valves total, 4 valves per cylinder
Bore × stroke 81.00mm × 89.00mm, (3.19 in × 3.5 in)
Bore/Stroke ratio - 0.91
Displacement - 1834 cc (111.918 cu in)
Unitary capacity - 458.5 cc/cylinder
Compression ratio - 10.50:1
Fuel (octane) - RON 95
Fuel system - Mpi
Fuel Consumption at 90km/h - 6.2 litres
Aspiration - Normal
Compressor type - N/A
Max. output (DOM) - 139.9 PS (138.0 bhp) (102.9 kW) @6000 rpm
Max. torque (DOM) - 164.0 Nm (121 lbft) (16.7 kgm) @5500 rpm
Alternator Output (V-A) - 12V – 75A
Starter Output (k/W) - 0.9
Battery Capacity (V-AH) - 12 – 36 (5hr)
Coolant - Water
Specific output - 75.2 bhp/litre (1.23 bhp/cu in)
Specific torque - 89.42 Nm/litre
0-100km/h - 8.50s
Top speed - 208 km/h (129 mph)
Power-to-weight - 132.06 bhp/ton

Chasis
Engine location - Front
Engine alignment - Transverse
Steering - rack & pinion PAS
Turning circle - 10.20 m
Suspension Front - I.Macpherson Sturt.Coil Spring.ARB. 
Suspension Rear I.MultiLi.ARB.
Wheels F/R - 6.0J x 14/6.0J x 14
Tyres F - 185/60 HR 14
Tyres R - 185/60 HR 14
Brakes F/R - VeDi/Di-S-ABS
Transmission - 5M
Drive - FWD
Clutch - Single dry plate
Top gear ratio - 0.78
Final drive ratio - 4.32
1st - 3.083
2nd - 1.947
3rd - 1.285
4th - 0.939
5th - 0.777
R - 3.083

